












Renold Roller Chain I 7

ANSI Standard - Duplex

25A2 25-2 0.250 6.350 3.10 3.30 5.90 0.76 0.76 2.30 14.2 1.2 6.40 7000 0.26 � � - � - - �
35A2 35-2 0.375 9.525 4.68 5.08 8.60 1.29 1.29 3.59 22.2 1.7 10.13 15800 0.62 � � - � - � �
40A2 40-2 0.500 12.700 7.85 7.92 11.20 1.55 1.55 3.97 30.8 2.1 14.38 27800 1.20 � � � � - � �
50A2 50-2 0.625 15.875 9.40 10.16 14.60 2.04 2.04 5.08 38.4 2.7 18.11 43600 1.98 � � � � - � �
60A2 60-2 0.750 19.050 12.57 11.91 17.50 2.45 2.45 5.94 48.1 2.6 22.78 62600 2.91 � � � � - � �
80A2 80-2 1.000 25.400 15.75 15.88 24.13 3.25 3.25 7.94 61.9 3.0 29.29 111200 5.50 � � � - � � -

100A2 100-2 1.250 31.750 18.90 19.05 30.17 4.06 4.06 9.54 75.4 4.2 35.76 174000 8.40 � � � - � � -
120A2 120-2 1.500 38.100 25.23 22.23 36.20 4.80 4.80 11.11 94.7 5.3 45.44 250000 11.00 � � � - � � -
140A2 140-2 1.750 44.450 25.23 25.40 42.23 5.61 5.61 12.71 101.8 5.2 48.87 340000 15.50 � � � - � � -
160A2 160-2 2.000 50.800 31.55 28.58 48.26 6.35 6.35 14.29 121.6 6.5 58.55 446000 20.60 � � � - � � -
180A2 180-2 2.250 57.150 35.48 35.71 54.30 7.11 7.11 17.46 136.5 7.9 65.84 562000 27.72 � � � - � - -
200A2 200-2 2.500 63.500 37.85 39.67 60.33 8.13 8.13 19.85 148.5 9.0 71.55 694000 34.40 � � � - � � -
240A2 240-2 3.000 76.200 47.35 47.62 72.39 9.80 9.80 23.80 182.2 10.5 87.80 1000000 50.00 � � � - � - -
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ANSI Standard - Triplex

25A3 25-3 0.250 6.350 3.10 3.30 5.90 0.76 0.76 2.30 20.8 1.2 6.40 10500 0.39 � � - � - - �
35A3 35-3 0.375 9.525 4.68 5.08 8.60 1.29 1.29 3.59 32.2 1.7 10.13 23700 0.93 � � - � - � �
40A3 40-3 0.500 12.700 7.85 7.92 11.20 1.55 1.55 3.97 45.1 2.1 14.38 41700 1.80 � � � � - � �
50A3 50-3 0.625 15.875 9.40 10.16 14.60 2.04 2.04 5.08 56.5 2.7 18.11 65400 2.96 � � � � - � �
60A3 60-3 0.750 19.050 12.57 11.91 17.50 2.45 2.45 5.94 70.9 2.6 22.78 93900 4.38 � � � � - � �
80A3 80-3 1.000 25.400 15.75 15.88 24.13 3.25 3.25 7.94 91.2 3.0 29.29 166800 8.30 � � � - - � -

100A3 100-3 1.250 31.750 18.90 19.05 30.17 4.06 4.06 9.54 111.2 4.2 35.76 261000 12.60 � � � - - � -
120A3 120-3 1.500 38.100 25.23 22.23 36.20 4.80 4.80 11.11 140.2 5.3 45.44 375000 16.70 � � � - - � -
140A3 140-3 1.750 44.450 25.23 25.40 42.23 5.61 5.61 12.71 150.7 5.2 48.87 510000 23.10 � � � - - � -
160A3 160-3 2.000 50.800 31.55 28.58 48.26 6.35 6.35 14.29 180.2 6.5 58.55 669000 31.00 � � � - - � -
180A3 180-3 2.250 57.150 35.48 35.71 54.30 7.11 7.11 17.46 202.3 7.9 65.84 843000 41.50 � � � - - - -
200A3 200-3 2.500 63.500 37.85 39.67 60.33 8.13 8.13 19.85 229.0 9.0 71.55 1041000 51.20 � � � - - � -
240A3 240-3 3.000 76.200 47.35 47.62 72.39 9.80 9.80 23.80 270.1 10.5 87.80 1500000 75.00 � � � - � - -

NOTE: Renold chain far exceeds the ISO 606 minimum tensile strength requirement, but Renold do not consider that this figure provides a useful indicator to the key chain performance areas of wear and fatigue.
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Renold Roller Chain 
ANSI Standard / ISO 606

Chain Ref. Technical Details (mm) Connecting Links

Renold ISO Pitch Pitch Inside Roller Plate Plate Plate Pin Pin Conn. Link Transverse ISO606 Weight No. No. No. No. No. No. No.
Chain Ref. (inch) (mm) Width Diam. Height Width Width Diam. Length Extension Pitch Tensile 4 107 11 26 58 12 30

No. Inner Outer Strength 

(Newtons) kg/m

MIN MAX MAX MAX MAX MAX MAX MAX NOM MIN

No. 26

No. 107 No. 12

No. 11/58 No. 30

No.4



K1 Attachments
Renold / ISO 606
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Renold Standard

Chain Ref. Technical Details (mm)

Renold ISO Pitch Pitch
Chain Ref. (inch) (mm)

No.

08B1 08B 0.500 12.700 1.57 1.57 11.56 8.89 4.19 6.80 23.80 37.92
10B1 10B 0.625 15.875 1.57 1.57 12.83 10.16 4.98 6.80 31.75 44.45
12B1 12B 0.750 19.050 1.83 1.83 16.64 13.49 7.14 8.02 38.10 59.66
16B1 16B 1.000 25.400 4.06 3.10 24.32 15.24 6.68 10.27 47.63 74.45
20B1 20B 1.250 31.750 4.62 3.61 25.59 19.84 8.08 12.58 63.50 93.62

A A E F w h d g T U

ISO Standard

1161 04 0.236 6.000 0.57 0.57 5.8 4.5 2.3 2.5 11.2 17.6
05B1 05B 0.315 8.000 0.73 0.73 7.8 5.3 2.3 3.4 13.5 21.5
06B1* 06B 0.375 9.525 1.25 1.00 8.0 6.7 3.3 4.1 19.6 28.5
08B1 08B 0.500 12.700 1.51 1.51 11.0 8.9 4.3 5.9 25.4 41.7
10B1 10B 0.625 15.875 1.51 1.51 14.0 10.3 5.3 6.8 31.8 49.0
12B1 12B 0.750 19.050 1.76 1.76 18.0 13.5 6.6 8.1 38.1 52.7
16B1 16B 1.000 25.400 3.70 3.00 24.0 15.9 6.6 10.5 50.8 85.6
20B1 20B 1.250 31.750 4.40 3.50 30.0 19.9 8.4 13.2 63.5 101.0
24B1 24B 1.500 38.100 5.40 5.00 36.0 28.0 10.5 16.7 88.0 124.7

* Straight plate
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8 I Renold Roller Chain

K1 Attachment

K1 Attachment (above) K2 Attachment (opposite)



K2 Attachments
Renold / ISO 606
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Renold Standard

Chain Ref. Technical Details (mm)

Renold ISO Pitch Pitch
Chain Ref. (inch) (mm)

No.

w
s

d

g

h

08B1 08B 0.500 12.700 1.57 1.57 9.890 4.85 6.80 24.50 12.700 25.40 40.46
10B1 10B 0.625 15.875 1.57 1.57 10.160 4.98 6.80 29.97 15.875 31.75 45.57
12B1 12B 0.750 19.050 1.83 1.83 11.430 5.54 8.02 35.48 19.050 34.93 51.13
16B1 16B 1.000 25.400 4.06 3.10 15.875 8.08 10.27 45.91 25.400 57.15 78.26
20B1 20B 1.250 31.720 4.62 3.61 19.840 8.08 12.58 58.10 31.750 63.50 93.62
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ISO Standard

1161 04 - 6.000 0.57 0.57 4.5 2.3 2.5 11.1 6.0 11.2 17.6
05B1 05B - 8.000 0.73 0.73 5.3 2.3 3.4 14.8 8.0 13.5 21.5
06B1* 06B 0.375 9.525 1.25 1.00 6.7 3.3 4.1 19.6 9.5 19.6 28.5
08B1 08B 0.500 12.700 1.51 1.51 8.9 4.3 5.9 24.4 12.7 25.4 41.7
10B1 10B 0.625 15.875 1.51 1.51 10.3 5.3 6.8 29.9 15.9 31.8 49.6
12B1 12B 0.750 19.050 1.76 1.76 13.5 6.6 8.1 35.4 19.0 38.1 48.8
16B1 16B 1.000 25.400 3.70 3.00 15.9 6.6 10.5 46.2 26.4 50.8 85.6
20B1 20B 1.250 31.750 4.40 3.50 19.9 8.4 13.2 57.0 31.7 63.5 101.0
24B1 24B 1.500 38.100 5.40 5.00 28.0 10.5 16.7 71.5 38.1 88.0 124.7

* Straight plate

Renold Roller Chain I 9

K2 Attachment

M1 Attachment (overleaf) M2 Attachment (overleaf)
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Renold Standard - M1 Attachment

Chain Ref. Technical Details (mm)

Renold ISO Pitch Pitch
Chain Ref. (inch) (mm)

No.

08B1 08B 0.500 12.700 1.57 1.57 11.56 19.00 12.700 4.19 6.80
10B1 10B 0.625 15.875 1.57 1.57 12.83 22.54 15.875 4.98 6.80
12B1 12B 0.750 19.050 1.83 1.83 16.64 31.98 22.230 7.14 8.02
16B1 16B 1.000 25.400 4.06 3.10 24.32 34.13 23.800 6.73 10.27
20B1 20B 1.250 31.750 4.62 3.61 25.59 46.02 31.750 8.20 12.58

A A E F w e f d g

ISO Standard - M1 Attachment

1161 04 - 6.000 0.57 0.57 5.80 10.0 6.8 2.3 2.5
05B1 05B - 8.000 0.73 0.73 7.80 11.9 8.6 2.3 3.4
06B1* 06B 0.375 9.525 1.25 1.00 8.00 14.5 10.1 3.3 4.1
08B1 08B 0.500 12.700 1.51 1.51 11.00 20.8 13.0 4.3 5.9
10B1 10B 0.625 15.875 1.51 1.51 14.00 24.9 16.5 5.3 6.8
12B1 12B 0.750 19.050 1.76 1.76 18.00 28.2 21.0 6.6 8.1
16B1 16B 1.000 25.400 3.70 3.00 24.00 39.7 23.0 6.6 10.5
20B1 20B 1.250 31.750 4.40 3.50 30.00 47.5 30.5 8.4 13.2
24B1 24B 1.500 38.100 5.40 5.00 36.00 61.5 42.7 10.5 16.7

M1/M2 Attachments
Renold / ISO 606
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ISO Standard -  M2 Attachment

1161 04 - 6.000 0.57 0.57 10.0 6.8 2.3 2.5 11.1 6.0
05B1 05B - 8.000 0.73 0.73 11.9 8.6 2.3 3.4 14.8 8.0
06B1* 06B 0.375 9.525 1.25 1.00 14.5 10.1 3.3 4.1 17.6 9.5
08B1 08B 0.500 12.700 1.51 1.51 20.8 13.0 4.3 5.9 24.4 12.7
10B1 10B 0.625 15.875 1.51 1.51 24.9 16.5 5.3 6.8 29.9 15.9
12B1 12B 0.750 19.050 1.76 1.76 28.2 21.0 6.6 8.1 35.4 19.0
16B1 16B 1.000 25.400 3.70 3.00 39.7 23.0 6.6 10.5 46.2 25.4
20B1 20B 1.250 31.750 4.40 3.50 47.5 30.5 8.4 13.2 57.0 31.7
24B1 24B 1.500 38.100 5.40 5.00 61.5 42.7 10.5 16.7 71.5 38.1

* Straight plate
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M1 Attachment

M2 Attachment
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Extended pin + circlip groove (type C) Unit assemblies

No164
Outer link

No163
Outer link

No165
Connecting link - spring clip

No166
Connecting link - spring clip

Extended pin + circlip groove (type D) Unit assemblies

No564
Outer link

No563
Outer link

No565
Connecting link - spring clip

No566
Connecting link - spring clip

b

Extended Bearing Pins
European (BS) Standard / ISO 606

A A b v h

Type D - ISO 606

Chain Ref. Technical Details (mm)

Renold ISO Pitch Pitch Pin Extension Pin
Chain Ref. (inch) (mm) Diam. Length Length

No.

±0.01 ±0.25

MAX

06B1* 06B-1 0.375 9.525 3.28 11.3 23.8
08B1 08B-1 0.500 12.700 4.45 14.8 31.0
10B1 10B-1 0.625 15.875 5.08 17.6 36.2
12B1 12B-1 0.750 19.050 5.72 20.7 42.4
16B1 16B-1 1.000 25.400 8.28 33.3 68.0
20B1 20B-1 1.250 31.750 10.19 38.3 79.7
24B1 24B-1 1.500 38.100 14.63 50.3 101.8

A A b j k m f

Type C

Chain Ref. Technical Details (mm)

Renold ISO Pitch Pitch Pin Extension Circlip Circlip Chain track
Chain Ref. (inch) (mm) Diam. Length to Groove Groove from chain

No. Circlip Groove Width Diam. Centre line

MAX MAX MIN MIN MAX

08B1 08B-1 0.500 12.700 4.45 7.19 0.58 3.18 17.78
10B1 10B-1 0.625 15.875 5.08 9.45 0.71 3.73 21.34
12B1 12B-1 0.750 19.050 5.72 11.81 0.71 4.78 25.15
16B1 16B-1 1.000 25.400 8.28 15.75 1.02 6.93 36.58

Extended pins 
with circlip groove

Straight extended pin

Renold Roller Chain I 11
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